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Vertical Washing Machines

RVW 50

•	 This machines is made of fully tested stainless steel except for the bottom frame which is hot dipped galvanised iron and epoxy coated for a longer life

•	 Flexible Plummer Block housing system adjustments ensure higher load capacity ratings.

•	 The perforations in the inner basket are specially punched and embossed in a CNC machine

•	 There are 4 beaters in the basket, designed to allow the appropriate garment movement during the process and ensure right action on the garment

•	 The main door has a sampling port with toughened glass and is also provided with a water level gauge

•	 The drive mechanism is through a reduction pulley and V-belts and there is a facility to tilt the frame for easy unloading

•	 The machine is  is equipped with a fully automatic control panel with all safety features

•	 It has both manual and automatic mode fo selecting the programmes

•	 A computerised programmer is capable of storing 30 programmes with 50 steps in each programme

•	 Direct gas fired heating option (with special chimney) also available

Ramsons Vertical Washing Machines

	 Model	      Capacity	       Basket        Basket         Basket	 Motor	 Steam	      Water         Drain          Electric	     Dimensions	    Net

			          Volume        Depth          Diameter		       Inlet            Inlet	                              Heating	     (W x D x H)	    Weight

		       (kgs)	        (ltr)	             (mm)          (mm)	 (hp)	 (inches)       (inches)     (inches)      (kw) (optional)    (mm)	    (kgs)

	 RVW 20	      20	        312             440             800	 2	  1                  2	           2                6                        1300 x 1100 x 1600	    350

	 RVW 35	      35	        408             520             1000	 3	  1	               2	           2                9	    	     1350x1540x1800	    450

	 RVW 50	      50	        565             720             1000	 5	  1	               2	           2                9	     	     1360x1710x1820	    610

	 RVW 75	      75	        768             740             1150	 7.5	  1	               2	           3                12	   	     1530x1750x1910	    900

	 RVW 100	      100	        978             850             1210	 7.5	  1	               2	           4                18	    	     1580x2000x1910	    1000

	 RVW 200	      200	        1980           1120           1500	 15	  1 1/2            2                4	              18	    	     1750 x 2320 x 2105	    2000

In view of continuous improvement of the products, Ramsons reserves the right to change the specifications as may be required without prior notice 

Edge-tape Cutter for 
HD 2000A device 
for precise cutting 
of edge-tapes after 
ironing. Scissors 
are no longer 
necessary.

Heat Protection
For insulation of 
steam hoses in the 
working area. It 
protects the operator 
from burns, prevents 
build-up of unneces-
sary heat and saves 
energy

Steam Saver
These valves are 
used to regulate the 
flow of steam thus 
ensuring the most  
optimal usage of 
steam.

Iron Soles Being 
coated by Teflon, 
the solid aluminu 
framed sole is 
designed to give 
a snug fit which 
ensures that no 
steam escapes at 
the sides.

Heat Protection
For insulation of 
steam hoses in 
the working area. 
It protects the 
operator from burns, 
prevents build-up of 
unnecessary heat 
and saves energy

Silicon Pads
These are made 
of heat-resistant 
silicon to protect 
the iron sole from 
damage.

Swivel-bow with
gantry support For 
the Ramsons-Veit 
2000 series of irons 
(for tables with iron 
support gantry).

Technical Benefits

Ramsons-VEIT Concave Lining Station
•	 The concave ironing surface keeps the curves, which were  
	 generated by the shaping press, in shape

•	 Moreover, this buck allows for optimum positioning of the  
	 arm hole area

•	 For shoulder ironing purposes, we recommend using the  
	 shoulder seam attachment and an appropriately shaped buck
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Vertical Washing Machines

Model             Capacity  Basket    Basket    Basket         Door          Motor   Steam      Water       Drain       Hydraulic     Air              Dimensions                   Net

		                      Volume   Depth     Diameter    Opening	         Inlet          Inlet	              Motor          Pressure     (W x D x H)                  Weight

	                    (kgs)        (ltr)         (mm)       (mm)         (mm)        (hp)      (inches)     (inches)       (inches)      (hp)                 (bar)           (mm)                             (kgs)

RVW (V) 200    200         2120      1200      1500          790           10	       1 1/2       1 1/2 x 2 no’s  5 x 9       1.5              6-8             1820x2900x2200         3000

RVW (V) 430    400         3690      1450      1800          1015         25         1 1/2       2 x 2 no’s  5 x 9        2	                6-8              2260 x 3040 x 2620    6500

RVW (V) 520    500         4805      1730      1900          1015         30	       1 1/2	   2 x 2 no’s  5 x 9        2	                6-8             2260x3320x2720         7500	

The Ramsons VERTOSTAR Series
•	 This versatile machine has both the outer and inner drum made of tested stainless steel

•	 The perforations in the inner basket are precision punched and embossed in a CNC machine

•	 The machine is Stainless steel to AISI Grade 304 for wetted parts and side belt guards and other external parts

•	 This machine is hydraulically operated for lifting and unloading and consists of pneumatically operated drains & dual water inlet for hot & cold water.

•	 Heating is through steam, electricity, gas or thermal fluid

•	 The drive is through a reduction pulley belt drive for smooth and noiseless working

•	 The basket is supported on heavy-duty self-aligning ball bearings

• The base framework is made of hot dip galvanized mild steel frame coated with polyurethane paint

RVW (V) 200

RVW (V) 520

In view of continuous improvement of the products, Ramsons reserves the right to change the specifications as may be required without prior notice
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Cover Systems
The quality of the garment depends highly on the quality of the underpressing and finishing. With the right choice of cover system, 
seams can be perfectly opened without leaving marks or shine. 
Quality standards and specification of professional ironing methods  are different. With the right selection of cover system, both the 
visual quality as well as the ironing result can be improved.

Some of the advantages of our cover systems are:

•	 Ideal distribution of Ironing properties such as Steam, Suction and Blowing over the entire ironing surface

•	 Steam is accumulated for an ideal reaction time

•	 Appropriate adjustments of the cover material to the garment to avoid impression

Bucks
Bucks are vital for putting garments into shape and for underpressing and finishing.

•	 The correct ironing bucks are ironing surfaces that help you put this principle into practice

•	 The covers are as important as the bucks and surfaces

•	 Our cover system - standard, industry soft or hard with Prefit or polyester top layer - allow seams  
	 to be opened perfectly without pressure marks and shine

•	 Fabrics like velours, cord or cashmere, which are sensitive to pressure, require a special ironing method on a special cover

•	 We can offer you a cover system to meet every need

•	 Ask an expert-ask Ramsons!

Customised Ironing Solutions
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Vertostar Series
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> Laundry, Dry-cleaning, Textile Processing Machines

76 www.ramsonsindia.com

Ramsons-VEIT 8731
•	 Efficient and economic, the integrated steam-drier and powerful hot-air blower allow for a good cost/benefit result and a quick payback. Loading 
	 position has 4 different settings. Carriage of the hem-tensioning device can be moved towards the operator. Hence, there will be no wrinkles 
	 behind the knees. Active and freely adjustable stretch-control is standard.

	 FEATURES 
	 Longitudinal waistband tensioner, trouser tensioner (longitudinal/lateral), inside/outside pneumatic direct-injection system, adjustable tensioning 
	 force, four different height adjustments, depth adjustment, and basic stretch control

	 	A new hands-free clamping system finishes jeans and casual wear, and saves up to 4 seconds finishing time per trouser, thus reducing costs

	 	Stretch controlled re-stretching can be used

	 	Changeover to manual operation is possible anytime

	 	Hem-clamping elements have an adjustable light barrier and can be turned 90 deg.

	 	A replacement by standard tensioning elements is easily possible without any tools.

Trouser Topper
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	 Model	 Capacity	 Steam	 Air	 Power	 Voltage	 Steam	 Dimensions	 Net Weight

			   Consumption	 Consumption			   connection	 (L x B x H)

			   @ 6 bar	 @ 6 bar				  

		  (Pieces/hr)	 (Kg/hr)	 (m3/hr)	 (kw)	 (volts)	 (5-7.5 bar)	 (mm)	 (kgs)

	 8731	 60	 15 	 0.2 	 0.92	 200-240	 ½”	 950 x 615 x 1900	 155

In view of continuous improvement of the products, Ramsons reserves the right to change the specifications as may be required without prior notice
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Bucks

Illustration Use Description

Sleeve buck small with plinth 
diameter 85 mm
Model No. RB 001

Sleeve buck JUNIOR with plinth
diameter 85 mm
Model No. RB 002

Trouser seam buck ladies wear with 
chain and plinth diameter 120 mm with 
heating, cover and turning handle height 
with cover: 145 mm
Model No. RB 003

Double shoulder seam buck with
plinth diameter 85 mm
Model No. RB 004

Sleeve head buck with plinth
diameter 85 mm
Model No. RB 005

Edge buck medium with plinth
diameter 85 mm
Model No. RB 006

Egg-shapped buck with plinth
diameter 85 mm - 120 mm
Model No. RB 007

Jacket lining buck convex with
plinth diameter 120 mm
Model No. RB 008

Ironing Bucks and Cover Systems

64



www.ramsonsindia.com www.ramsonsindia.com

TU
RN

KE
Y 

SE
RV

IC
ES

	 TURNKEY HIGHLIGHTS

•	 Obtain requirements from customer and suggest possible solutions.

•	 Intensive system and layout consulting with the customer.

•	 Quick supply and hassle-free installation of machines.

•	 Extensive on-site training by factory trained technicians. 

•	 Conduct regular seminars on the latest trends in the Garment  

	 Manufacturing Industry as well as regular follow-ups to ensure 	

	 proper functioning of machines. Customer service that is available 24x7.

	 SYSTEM AND LAYOUT CONSULTING HIGHLIGHTS 

•	 Incorporate state-of-the-art civil construction adhering to  

	 Vaastu norms.

•	 Accommodate for the most efficient usage of utilities such as power, 	

	 space, steam, air, water, insulation, boilers, and compressors.

•	 Ensure the most optimal flow of garments. Include productivity work 	

	 aids to improve the quality of garments and reduce overall cost.

CONTRACTING

PROJECT REPORT

LAYOUT

CONFIGURATION

CONSULTING

TECHNICAL SUPPORT

COSTING

STARTUP

TRAINING

INSTALLATION

4 www.ramsonsindia.com

>

Notes

65



www.ramsonsindia.com www.ramsonsindia.com

Notes
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Upcoming Headquarters

Headquarterd in Bangalore, India; we have offices in every major city in the Indian 
Sub-continent and offices in Bangladesh, Srilanka, Gulf, Europe among others 

Our specialized facilities consist of CNC’s Machine centers, Tig welding machines, 
Deep Draw (hydraulic) presses, Wood work and Auto power cutting machine. We have 
4 state of the art factories all catering to the highest international standard 

Client satisfaction being an important factor in our designs, we provide solutions 
that include easy installation of machines, productivity-tracing tools and 
work aids which, when combined, enhance end-productivity and quality. 

When you choose Ramsons, you choose experience, reliability, and quality, and you join 
the ranks of over 17,000 satisfied customers, across the world comprising garment-
manufacturers, hotels, hospitals, and commercial dry-cleaners. 

3www.ramsonsindia.com
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FOR OVER FIVE DECADES RAMSONS HAVE 
BEEN PIONEERS AND LEADERS IN THE 

MANUFACTURE OF GARMENT - FINISHING 
EQUIPMENTS,LAUNDRY-AND  

DRY CLEANING EQUIPMENT, AND OTHER  
CO-RELATED GARMENT MANUFACTURING 

MACHINES.

2 www.ramsonsindia.com
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Ramsons Garment Finishing Equipment Pvt. Ltd.
H.O: 320, Mysore Road, Bangalore 560 026, India.

T: +91 80 2674373/26745885  
F: +91 80 26746042 E: info@ramsonsindia.com 

www.ramsonsindia.com

INDIA:
Bangalore:
320, Mysore Road, Bangalore 560026.  
Ph: +91 80 26749238, 26746983, 26743737, 26745885, Fax: +91 80 26746042  
Mobile: +91 98806 50750 / 99720 94527, Email: info@ramsonsindia.com
New Delhi:
D-85, Phase-1, Okhla Industrial Area, New Delhi 110 020
Tel: +91 11 41611540/41/43 Fax: +91 11 41611544
Mobile: +91 98103 71273, Email: delhi@ramsonsindia.com
Delhi:
B-158, 1st floor, Mansarovar Gardens, Delhi 110 015
Tel: +91 11 25944733 Fax: +91 11 41611544 
Mobile: +91 98103 71273, Email: delhi@ramsonsindia.com
Gurgaon:
U-8/9, DLS Phase 3, Gurgaon. Tel: +91 124 5152823  
Mobile: +91 98182 11144, Email: gurgaon@ramsonsindia.com
Mumbai:
31/33 C-Wing, Solaris Industrial Estate, Opp L&T Gate, No.6
Andheri (East), Mumbai. Tel: +91 22 28570051/28571491 
Fax: +91 22 28571492  Mobile: +91 98210 77950, Email: mumbai@ramsonsindia.com
Chennai:
B-16, Nelson Court, 117 Nelson Manickan Road, Amjikarai
Chennai 600 029. Tel: + 44 23741036, 23741334
Fax: +91 44 23741619 Mobile: +91 98400 35225, Email: chennai@ramsonsindia.com
Tirupur:
No.18, Duraisamypura, 1st street, PN Road, Tirupur 641 602
Tel: +91 421 2249180, 2209311 Fax: +91 421 2237206
Mobile: +91 98431 20030, Email: tirupur@ramsonsindia.com
Vishakhapattanam:
10/6/9, Main Road, Gajawaka, SBI & Indus Bank,
Behind Sai Ram Nagar, Vishakhapattanam - 530026. Mobile: +91 98806 50750
Email: vishakhapattanam@ramsonsindia.com
Kolkata:
No.40/A, Charu Avenue, Kolkata 700 033.
Tel: +91 33 24244842 Fax: +91 33 2424483
Mobile: +91 98310 92178, Email: kolkata@ramsonsindia.com
Ahmedabad:
A-805, Premium House, B/H Handloom House, Opp. Gandhigram 
Railway Station, Elissbrigde, Ahmedabad 380 009. Tel: +91 79 40027627/29  
Fax: +91 79 40027628 Mob: +91 99740 04670, 92277 72888,  
Email: ahmedabad@ramsonsindia.com
Ludhiana:
Ramsons Garment Finishing Equipments P. Ltd.
13-R, Behind Chevron Hotel, Model Town, Ludhiana 141002.
Mob: +91 98108 97644, Fax: 2431934 Email: ludhiana@ramsonsindia.com
Jaipur:
104 B Parshwanath Colony, Nirman Nagar, Ajmer Road, Jaipur 302020
Mobile: +91 92143 08509, 93146 64312, Email: jaipur@ramsonsindia.com
Indore:
No.161, Str No 1, Bk Sindhi Colony, Indore 452 001
Tel: +91 731 2464250 Mobile: +91 94250 64799, Email: indore@ramsonsindia.com
Cochin:
No 28, 2648 A, Chillavanoor Road, Cochin 682 020.
Tel: +91 484  2311456 Fax: +91 484 2314367
Mobile: +91 94465 44456, Email: cochin@ramsonsindia.com
Secunderabad:
Plot No 47 Templerock Enclave,Tadbund X Roads,
Secunderabad 500 009 , Mobile: +91 99496 54399 
Email: secunderabad@ramsonsindia.com
Pune: 
699/2, Ground Floor, Thorat Building, Near Hotel Chalukya 
Pune 411004. Tel: +91 20 24024511 Fax: +91 20 24024512 
Mobile: +91 98900 05690, Email: pune@ramsonsindia.com

Goa: 
No. 204/D, Oushath Housing Colony Aldo 

Santha Crouse, Bobali Goa 2
Mobile: +91 99238 02978 

Email: goa@ramsonsindia.com

OVERSEAS:
Bangladesh: 

M/S Ramsons Garment Finishing Equipment Pvt. Ltd
No.274, Tejgaon Industrial Area, Near Rahim 

Metal Mosque, Dhaka 1208 Bangladesh. 
Mobile: + 8801822152415, Tel : + 880029889719

Email: bangladesh@ramsonsindia.com
Sri Lanka: 

No.70/12A, Pegathi 
Mawatha, Kiridivita, Gampha

Sri Lanka, Tel: 0375618848
Mobile: 0713083953, 0755450361, 0773645058

Egypt: 
SECA - 139 El Tahrir Street - Dokki -Giza- Egypt

Tel.: (202) 374 84 151 / 374 88 329 / 376 18 466
Fax: (202) 374 84 873

www.seca.com.eg
Milan:

Tel: +39 34 88817780
Korea:

Tel: + 82 311236208

TOLL FREE NUMBER: 
1-800-4259-222




